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PUBLIC WORKS DEPARTMENT j ==y VeiliE

REHABILITATION OF ARTERIAL STREETS 1998-1999
 . STPL- 5058 (054)

GENERAL CONSTRUCTION NOTES \\
\

CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE CITY OF RIVERSIDE "STANDARD TRAFFIC |
DRAWINGS AND STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION STREET | LIMITS INDEX
(D CHICAGO AVENUE LE CONTE TO UNIVERSITY 9.5

1997 EDITION. ;
(2 INDIANA AVENUE MADISON TO MARY 9.0
3 LINCOLN AVENUE JEFFERSON TO MADISON 8.0

(49 MADISON STREET INDIANA TO MAGNOLIA 9.0 3800°. 0.72 MILE
ALL CRACKS IN PAVEMENT 1,2" TO 1° IN WIDTH SHALL BE FILLED WITH A RUBBERIZED GRINDING).  THE SURFACE OF AREAS WITH 10° WIDE COLD MILL, SHOWN ON THE PLAN, SHALL

A MAN-STREEF——————FHHRD-FO-66-FREEWAY 10-0 LG MH-E-
ASPHALT MATERIAL AND ALL CRACKS GREATER THAN 1" IN WIDTH SHALL BE FILLED WITH
BE STRAIGHT GRADED IN ONE PASS FROM 0.1 AT THE OUTSIDE EDGE TO 'DAY LIGHT” AT INSIDE

. JAVAY) JOUV
F—AR—4000 A.C. PRIOR TO APPLICATION OF ARHM — GG (SEE SPECIAL PROV/S/ONS). @ MARKET STREET 60 FREEWAY TO CITY LIMITS 10.0 2450, 0.46 MILE EDGE.
TOTAL 2495¢¢ 442 MILE (%) .
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SEE SPECIFIC CONST. NOTES FOR
"COLD MILLING IN THESE AREAS

MEDIAN CUREB WITHOUT GUTTER
REQUIRES NO COLD MILLING.

MEDIANS DO NOT EXIST ON
ALL STREETS.

BSTREET SECTION ,

N.7.S.
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LENGTH
4950 094 MILE

4000 0.76 MILE
2720 052 MILE

NUMBERS ABOVE 100 IN A HEXAGON ON THE PLAN REFER TO THE RESPECTIVE STANDARD
DRAWING AND SHALL BE CONSTRUCTED ACCORDINGLY. UNLESS MODIFICATIONS ARE NOTED

DSPECIFIC CONSTRUCTION NOTES
ON THE PLAN OR COVER SHEET. ANY NUMBER SHOWN BELOW THE STANDARD DRAWING

NUMBER INDICATES THE SPECIFIC ALTERNATE TO BE CONSTRUCTED.
CONS.TRUCT ASPHALT RUBBER HOT MIX GAP GRADED (AHRM—GG) OVERLAY.

(2 PRIME CONTRACTORS BIDDING THIS WORK SHALL HAVE A CLASS A OR C—12 LICENSE.

L @

THE SEAM BETWEEN PASSES OF THE AC OVERLAY SHALL COINCIDE, AS CLOSE AS
POSSIBLE, WITH THE LANE LINES.
GRADE SHEETS SHALL BE REQUIRED FOR CURB, C&G OR EP REMOVALS GREATER THAN 50

IN LENGTH. THE CONTRACTOR SHALL ALLOW 96 HRS AFTER REQUESTING SURVEY FOR SCHEDULING
“SURVEY AND PROCESSING GRADE SHEETS FOR REPLACEMENT OF THE IMPROVEMENTS. DEPENDING

ON THE ACTUAL QUANTITY OF C&G SELECTED ON MAIN ST., IT MAY BE NECESSARY TO ALLOW
ADDITIONAL TIME FOR EXTRA SURVEY & DESIGN WORK REQUIRED.

OVERLAY THICKNESS
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\V Yy COLD MILL EXIST. AC 0.08" BELOW GUTTER LIP OR OUTER EDGE, "DAY—LIGHTING” IN 5" (TYPE 1
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COLD MILL EXIST. AC 0.2° BELOW EXIST. AC SURFACE OR«\ADJACENf‘P.C.C. GUTTER (TYPE 2

GRINDING) STRAIGHT GRADE THE 10" WIDE COLD MILLED STRIP TO. "DAY LIGHT” AT THE EXIST.
A.C. SURFACE IN ONE PASS. ‘

MANHOLES AND VALVES WITHIN THE GRINDING OR PAVEMENT REPLACEMENT LIMITS SHALL
NOT BE ADJUSTED TO GRADE. INSTEAD, ENOUGH GRINDING (OR PVMT. REMOVAL BY
OTHER MEANS) SHALL BE DONE TO PROVIDE A SMOOTH FINISHED SURFACE TRANSITION
AROUND THE COMPLETE CIRCUMFERENCE OF THE STRUCTURE.

EXCEPTIONS TO THIS ARE WHERE MH'S AND VALVES ARE WITHIN PVMT. REMOVAL AREAS
BUT ARE TOO CLOSE (WITHIN 3') TO THE ADJACENT PROPOSED A.C. OVERLAY.
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REMOVE EXISTING PAVEMENT TO SAME DEPTH OF PAVEME/C/T STRUCTURAL SECTION.

PULL BOXES FOR SPLICING TRAFFIC LOOP DETECTOR CONDUCTORS AND LEAD—IN CABLE ‘
CONSTRUCT FULL DEPTH AC STRUCTURAL SECTION AS LISTED IN TABLE BELOW.
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@ ARE NORMALLY ADJACENT TO DETECTOR LOOPS. , _ ,
. EXACT RESURFACING LIMITS SHALL BE MARKED IN THE FIELD PRIOR TO CONSTRUCTION. ' & :
THE INSPECTOR MAY REQUEST GRINDING, PAVING INTO SIDE STREETS AND EXTEND R&R OF PAVE RAL
DETERIORATED PAVEMENT TO IMPROVE RIDE QUALITY AND OTHER STREET CONDITIONS. 6 > MENT _STRUETU) VSEGZZ.QN
@ MANHOLES, WATER VALVES AND FIRE HYDRANTS MUST BE LOCATED :DURING CONSTRUCTION CHICAGO  AVENUE 50 0'58, :
TO MAKE MANHOLE AND VALVE BOX ADJUSTMENTS AND BLUE HYDRANT MARKER INSTALLATION. z e -
THE VALVE BOXES MUST BE 'TIED OUT” AS PART OF THE CONTRACTORS WORK. z INDIANA_AVENUE 45 073"
A , - = LINCOLN AVENUE 55 0.5¢4°
'PLAN INDICATES ONLY THE QUANTITY OF PAVEMENT REMOVAL FOR EACH STREET. ACTUAL REMOVAL . MADISON STREET 30 0.90°
AND REPLACEMENT LIMITS OF DETERIORATED PAVEMENT AREAS WILL BE MARKED BY THE INSPECTOR MARKET STRELT 64 - 0.63
) PRIOR TO THE TIME OF CONSTRUCTION. PAVEMENT R&R QUANTITIES ARE SHOWN IN THE PLAN A = E
o TABLE FOR BID ESTIMATING PURPOSES ONLY AND ACTUAL QUANTITY WILL VARY. THESE QUANTITIES o <
’ WERE ESTIMATED BY FIELD OBSERVATIONS TO BE SUFFICIENTLY ACCURATE FOR BID PURPOSES. SPRUCE] ST
(@1 ALL IDENTIFIED LOOPS MUST BE REPLACED. % \
o - REHABILITATION QUANTITIES BY §
- Q TREET LOCATION
— v No. ITEM UNIT | CHICAGO | INDIANA | LINCOLN | MADISON | /\té MARKET TOTAL
B Vv s -
_ . ‘ RIVER 5 7 | AC Pavement Rernoval cYy 135 260 220 270 A20 405 1,380
: SANTA ANA ot 2 | AC Pavement Replacement (DGAC) TON 270 520 450 550 \ 845 l - 1,000 2,790
, 5 | Asphart Rubber Hot Mix—Gap Graded ov | 2860 2,160 1,240 2180 |\ 1880l 1375 9,815
: ) - JURUPA | 4 | R&R PCC C&G, Std. 200, Type / (67) LF 700 300 740 235 \ 7,5’54\ 700 875"
./ " X 5| R&R PCC C&G, Std. 200, Type I (87) LF 40 3G 40 40 \ 30,5 - 30 180
> ;
) | ) . z D \ 6 | R&R PCC Sidewalk, Std. 325 SF 7150 300 740 2,750 \ 4,040 400 4,340
{ , | ‘ % o g ey, 7| rar Pcc cross cutters, std. 220 SF 100 40 40 200 | \ zpo 1,140 1,520
CALTRANS GENERAL NOTES & & , t 3 ,
9 s = 1 g " d g . & 8 | R&R PCC Drivewgy Approach, Std. 302 SF 200 300 200 200 |+ \7, 400 200 1,100
‘ Ave ] 5 2 e | ([ ave 9| cold Miling—Type | (5'Wide) LF 9,200 6,840 3,850 6,400 \.poo 3900 | o190
1. The contrator shall apply for and obtain an encroachment permit from Caltrans, before beginning any work within State right of way. h o & ) (0; 10| Cold Milling—Type / (70 Wide) LF 7,600 670 1,600 7.200 YOOO 7,700 6.170
2. All work within the. State right—of—way, shall conform to the latest State Standard Plans and Specifications or as directed by the 2 %& 11 Cold Milling—Type I/ (10 Wide) LF 600 0, 0 0 X700 Y 600
State’s Representative. Stonqords other than S\\tate Standards must be pre—approved and justified. 12| Crack Fill (F) LF 4,950 4,000 2,720 3,800 500 2,450 17,920
| 5 No equipment or materiols may be stored in the State right of woy. C 13| Crack Repair LF 1,980 1,600 1080 | 1520 [1,%520 1,000 7,180
: 4. Al disturbed areas in the State right—of—way must be treated for erosion (;onfro/ (hydro—seeding or equivalent or as directed by 74| Aqjust Sewer or SD MH. to Grade £A 20 2 74 6 / \75 ’ 4 66
g the State’s Representotive). The responsibility for maintaining erosion control will not be released until the seeding is well established. o 2 15| Replace Water Valve Box and Cover EA. 4 4 4 4 / \ 4 4 20
The contractor will be responsible for Caltran’s cost of cleaning any drainage structures or channels cluttered with debris and/or silt < - :
as a result of, or caused by the construction project. J/_\ . 16 | Adjust Water Valve Frome and Cover to Grade | EA. 35 37 35 35 / 45 35 177
, . S 17| Adjust Water Manhole to Grad : '
% 5. The contractor shall be responsible for ensuring that any State drainage focility, which is connected to or directly offected by the E ‘ ALESSANDRQ BLvD U;\ 4 _US J er' gnnole to orage £4 2 2 2 2 / k 2 19
contractor’s operation, shall be operational prior to final acceptance of the permit work by the State. Adequate cleanouts and access E _ ?;v‘\‘ 18| Adjust Electric Voult to Grode £A. 7 7 A 7 / ‘ 7 5
& . openings shall be provided in any construction within the State’s right—of—way for future maintenance and repair work as needed. = ' Z . = T
: "This work shall be furnished at no cost to the Staote. 3 g % 19| Detector Loop Installation £A. 54 29 24 60 / 7 0\ 0 147
g , z - a 20| Iype | — Two Way Blue Reflective Marker £A. 70 70 70 70 / . 70\ 70 50
© 6. Where survey monuments exist, they shall be protected or shall be referenced and reset pursuant to Business and Professions Code, % : T - - :
Sections 8700 to 8805 (Land Surveyor’s Act). g 21\ Grind Existing Curb Depression at WCR LF 75 75 67 745 50 30 392
- Nzz | Cold Milling-Type 1] SF 000
= 7. Whnere required, the pavement must be sow—cut at the lane line or a minimum 2 feet from the existing edge of the pavement. The __J’r—_J- g~ e 78,000 75’\
saw—cuts must be perpendicular to, parallel or concentric with the State Highway centerline. /
" 8. All signs, foadside markers, electroliers, etc., shall be protected and/or replaced in—kind, at no cost to the State, in accordance /\ 0.5%
with the current State Standard Plons and ‘the lotest edition of the Traffic Manual. % /. EXIST.
E 9. No freeway ramps or freeway lanes shall be closed or obstructed at any time unless specifically allowed per the encroachment permit LmiTs / i . :
i and/or as directed by the State’s Representative. VAN BUREN EXISTING
| 1 GurrEr: /J .
E 70. All fencing, relocated to facilitate the construction of this project inside the State right—of—way, shall be replaced with type CL-6 " R - ’ ST
2 fencing as shown in the State’s Standard Plans. - o
11. All signing, striping and pavement markings shall be in conformance with the current edition of the Traffic Manual, published by the _
b State of California, Department of Transportation, and the Special Provisions. All pavement markings shall be thermoplostic unless P : TEYN P s
| S St e PROJECT LOCATION MAP
otherwise noted on the pians 4 & o BN STRAIGHT GRINDING LINE
= 12. All conflicting striping and pavement markings, not shown on the plans, shall be removed from the pavement by sandblasting by 0 KM. 1 KM. 5 KM. 10 KM. —
: the contractor. ! —
f 13. Any facility damaged by contractor operations shall be repaired or replaced, at contractor’s expense promptly, in accordance 0" 3,000 6,000 12,000 18,000’ 24,000 30,000’ 36,000’ A
WCR CURD FACE GRINDING DETAIL
SCALE : I” = 6,000’ | (NTS) B
. IMPORTANT _NOTICE s CITY OF RIVERSIDE, CALIFORNIA ~ _ ACCT. NO. 430-541500-440]25-31030
Section 121671217 of the Goveament Code ENGINEER IN PUBLIC WORKS DEPARTMENT REHABILITATION ‘
requires a Dig Alert Identification : - . — : . . .
e S e, RESPONSIBLE CHARGE 7N |ADDED WeR CuRB GRINDINE DE TAIL P L ZPPROVED BY 5v | owE | APPROVED BY - OF ARTERIAL STREETS R 3 ﬁ6
ur Dig Alert 1.D. Num,
VN ol e £y M@ Nwells CONSTRUCTION NOTES, PUMT. SECTIoN TABLE, | | choneemc wwace [ 778 [7ag/f: ) -
TWO WORKING DAYS BEFORE YOU DIG REMOVED MAIN ST WORK £ QUAN TITIES. T 7, PUBLIC WORKS DIRECTOR - . :
RONALD C. MUELLER : .
. UNDERGROUND SERVICE ALERT RC.E No. 29510 expires 3/31,/03 MARK REVISIONS APPR. | DATE ;L;%GB —se 5 SHEET OF

onte 7 ~27-99

ABE FILE NO. P:\ABE\R3536-01.0WG § -

1—800—422—4133 oure __7=-27-99
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